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Abstract: 

EP 203424 B 

For each peripheral device (TE,BS) in the signal processing system a keyword is derived from a given 
code number and the identification information of the peripheral device. With an intended access to one 
of the peripheral devices first the code number and indentity information are combined with the 
associated keyword. 

Before an access to such file information the access authorisation is checked using a number assigned to 
the user station (BS), identity information freely selectable for the station, and a keyword stored in the 
processing system for the station. (13pp Dwg.No.1/4) 



EP 203424 B 



Method for checking the authorisation of access to a signal processing system (SVS) from peripheral 
devices (TE,BS) connected to it and sesigned for outputting and possibly also accepting signals, by 
means of a code number assigned to the respective peripheral device and an identification information 
item freely selectable for the respective peripheral device, characterised in that for each of the peripheral 
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devices (TE,BS), a keyword is stored in the signal processing system, which keyword is in each case 
derived from the said code number and the identification information item of the respective peripheral 
device, and in that, with an intended access from one of the peripheral devices, first the code number 
output by the latter for this purpose and its associated identification information item are logically 
combined with the keyword allocated to the relevant peripheral device. (1 5pp) 

US 4823389 A 

For checking authorisation of access to a signal processing system (SCS) from designated peripheral 
units (TE,BS) connected with the system, for the purpose of transmitting and, if the occasion arises, 
receiving signals, it is provided that a keyword is entered in the signal processing system for each 
peripheral unit. Such a keyword is always derived from a code number allocated to a respective 
peripheral unit. 

The keyboard is also derived from identification data which is freely selectable for the respective 
peripheral unit. In the event of an intended access by a peripheral unit, the code number transmitted by 
the peripheral unit and the identification data pertaining thereto are combined with the keyword 
allocated to the respective peripheral unit. 

ADVANTAGE - Secure checking of access authorisation from peripheral units. (10pp) 
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